Project report

Date: Mon Apr 18 2022 14:32:53
Build with: Z+FLaserControl 9.0.2.24038
Project: Farul Vechi Sulina

Master scan position: 1

105 of 113 scan positions used for registration.
105 of 113 scans registered.

Quality standard deviation of the cloud to cloud registration
d:3.80 mm

Superior matrix

1.000000 0.000000 0.000000 0.0000 m
0.000000 1.000000 0.000000 0.0000 m
0.000000 0.000000 1.000000 0.0000 m
0.000000 0.000000 0.000000 1.0000
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Scan position "1’

Scan position is member of group(s):
Status registration '[23h] preregistered’
Registration matrix:

0.609347 -0.792904 0.000000 0.0000 m
0.792904 0.609347 0.000000 0.0000 m
0.000000 0.000000 1.000000 0.0000 m
0.000000 0.000000 0.000000 1.0000

Scan "1’

Scanner 'Z+F IMAGER 5016' serial number '5016-0100' Firmware 9.0.3.6562-0
Scan resolution 'High' quality 'Normal'

Metadata Value
comment
operator

‘Scan command: et "LRCServer 9.0.3" -memorize 1 -fle "1* -scanpos "1° -path "Farul Vechi Sulina” -project "Farul Veehi Sulina” -projectTemplate ™ -compensator -nay -temperature "20" -camera "i-cam” -panoramaparams fast -resolution h -quality default Jfrom "0 -to “181" -hfrom1 20" -hto1 "340"
Sensor

sensors: 3100 ' barometer translation rotation gps'

Barometer: 1.017011 bar -31.2647 m

nav translation: 0.0000 m 0.0000 m -31.2650 m accuracies: 5.1000 m 5.1000 m 0.0001 m
nav rotation: 0.0000 0.0000 307.5423 accuracies: 0.0000 0.0000 15.0000

upside-down: no

GPS lat:45.155273 long:29.662584 satelites:8 height:32.0m hdop:1.6 vdop:1.3m hacc:5.4m vacc:5.3 flags:G3 'stand alone 3D solution'
north:5003648.622 m east:709284.492 m zone:35T

Initial pre position (3:outdoor)

0.609 -0.793 0.000 0.000

0.793 0.609 0.000 0.000

0.000 0.000 1.000 0.000

0.000 0.000 0.000 1.000

Level system info: dynamic compensator available.




Scan position '10'

Scan position is member of group(s):
Status registration '[102h] registered with cloud to cloud'
Registration matrix:

0.622195 -0.782863 -0.000099 36.2859 m
0.782863 0.622195 -0.000318 -0.3978 m
0.000311 0.000121 1.000000 0.0164 m
0.000000 0.000000 0.000000 1.0000

Result registration cloud to cloud standard deviation:2.5 mm

Deviation histogram
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Scan "10'

Scanner 'Z+F IMAGER 5016’ serial number '5016-0100' Firmware 9.0.3.6562-0
Scan resolution 'High' quality 'Normal'

Metadata Value
comment
operator

Scan command: -ciri "LRCServer ©.0.3" -memorize 1 -fle *10° -scanpos "0 -path *Farul Vechi Sulina” -project “Farul Vechi Sulina” -projectTemplate " compensator -nav -temperature "20" -camera '-cam’ -panoramaparams fast -resolution h -qualiy default fom 0" o “181" hfrom{ 20" -nto1 "340"
Sensor

sensors: 3100 ' barometer translation rotation gps'

Barometer: 1.016972 bar -30.9411 m

nav translation: 0.7805 m 4.8756 m -31.3619 m accuracies: 7.5810 m 7.5810 m 0.0001 m

nav rotation: 0.0000 0.0000 296.6942 accuracies: 0.0000 0.0000 15.0000

upside-down: no

GPS lat:45.155308 long:29.663055 satelites:7 height:32.5m hdop:1.6 vdop:2.4m hacc:11.0m vacc:16.0 flags:G3 'stand alone 3D solution'

north:5003653.657 m east:709321.396 m zone:35T

Initial pre position (3:outdoor)

0.449 -0.893 0.000 36.893

0.893 0.449 0.000 5.109

0.000 0.000 1.000 -0.097

0.000 0.000 0.000 1.000

Level system info: dynamic compensator available.
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